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TITAN TOWERS
INSTRUCTION SHEET

1) CHECK ALL TOWER SECTIONS FOR DAMAGE BEFORE SIGNING SHIPPING PAPERS.
2) IF MATERIAL IS DAMAGED OR MISSING, NOTE ON ALL COPIES OF SHIPPING PAPERS FOR FUTURE REFERENCE.
NOTE: DO NOT ATTEMPT TO REPAIR DAMAGED MEMBERS, AS THIS WILL WEAKEN THE STRUCTURE.
ASSEMBLY INSTRUCTIONS ARE LOCATED IN A PLASTIC BAG WITH THE HARDWARE.
CHECK FOR PROPER QUANTITIES OF HARDWARE. BOLT SIZES ARE NOTED ON ASSEMBLY DRAWINGS.
BEFORE ASSEMBLY, CHECK FOR LOOSE OR MISSING BOLTS AND TIGHTEN OR REPLACE AS REQUIRED.
EXCAVATE FOR CONCRETE BASE AS PER FOUNDATION INSTRUCTIONS AND INSTALL REINFORCING BAR.
ASSEMBLE 4-FOOT STUB LEGS TO BASE SECTION AND PLACE IN EXCAVATION. SPLICE JOINT MUST BE ABOVE
FINISHED CONCRETE. PLUMB TOWER SECTION WITH A TRANSIT OR LEVEL.
8) POUR CONCRETE AND ALLOW TO HARDEN FOR ONE (1) WEEK.
9) TOWER MAY BE ERECTED ONE (1) SECTION AT A TIME BY USING THE GIN POLE METHOD OR BY ASSEMBLING
SECTIONS AND LIFTING WITH A CRANE.
NOTE: DO NOT ATTACH ANTENNA BEFORE TOWER IS ERECTED AND ALL BOLTS ARE TIGHTENED.
10) COMPLETE TOWER INSPECTION IS RECOMMENDED EVERY TWO (2) TO THREE (3) YEARS.
11) ALL TOWER BOLTS MUST BE TIGHTENED PROPERLY. RECOMMENDED TORQUE VALUES ARE AS FOLLOWS:

~N O U1 b~ N
~— o "~

¥ 6 ftlbs.
% 1 ftlbs.
g 17 ftlbs.

BOLT HARDWARE SUPPLIED WITH SPLIT WASHERS SHOULD BE INSTALLED USING "TURN-OF-NUT TIGHTENING”;
SNUG-TIGHT PLUS " TO " TURN. IT IS EXTREMELY IMPORTANT NOT TO OVER TIGHTEN BOLTS. EXCESSIVE
TIGHTENING WILL REDUCE THE LOCKING CAPABILITY OF THE BOLT ASSEMBLY.

12) DO NOT EXCEED MANUFACTURER’S LOADING SPECIFICATION.

13) AN EXPERIENCED INSTALLER SHOULD CARRY OUT INSTALLATION ONLY.
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Assembly Notes:

1) Section #2 - #8 are assembled with 1/4”x 1/2" GR.5 bolts with nuts inside. Lockwasher integral with nut.
2) Section #9 - #12 are assembled with 5/16"x 3/4” GR.5 bolts with nuts inside. Lockwasher integral with nut.
3) Section #13 is assembled with 3/8”x 1”GR.5 bolts with nuts and lockwashers inside.

4) Assemble angles to top section as a standard. Top angles are available for each sections #2 - #8.

5) Assemble sections without any visible twist. Keep stands level to each other.

6) All bracing members inside legs with flange facing top end.

7) Stack odd numbers together and even numbers together for shipping.

8) Decals to go on bottom section legs mid span.

9) Panel heights are the same for all sections except section #13.

10) Top end of leg is colour coded.
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FOOT WELDMENT
SEE CHART ON
DRAWING 000001.610.0021
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(2) ROCK BOLTS REQ’D
PER FOOT WELDMENT
+ SEE NOTE BELOW
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ENLARGEMENT OF FOOT WELDMENT

¥ NOTE:
ALL TOWER FOOT
WELDMENTS USE ONE

I ROCK BOLT PER
REMOVE ALL LOOSE — 1 I TOWER LEG, EXCEPT
& FRACTURED ROCK FOR FOOT WELDMENT
3.85.0035.014 WHICH
DRILL D¢ HOLE USES TWO ROCK
BOLTS PER TOWER
d ¢ ROCK BOLT\ LEG.
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ROCK BOLT LAYOUT
SECTION |FOOT WELDMENT A B C D
6 3.85.0035.007 | 24-7/8" | 8-5/16" | 14-3/8" | 28-3/4"
7 3.85.0035.008 (27-15/16" 9-5/16" | 16—1/8" | 32-1/4"
8 3.85.0035.009 | 31-3/8' |10-7/16"| 18-1/8" | 36-1/4"
9 3.85.0035.010 34" 1-5/16"| 19-5/8" | 39-1/4"
10 3.85.0035.011 37" Awlw\ﬂ 6" NAIQ\Q #Nlu\ﬁ
11| 3.85.0035.012 | 39-5/8" | 13-3/16' | 22-7/8 | 45-3/4"
12 3.85.0035.013 | 42-7/16"| 14-1/8" | 24-1/2" 49"
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